
Vapour permeable fibrous insulation*
Use ROCKWOOL stonewool for

hydrophobic  non-combustibe  option

Window sill

Water-bearing barrier tape
as a bottom window sill pro clima

TESCON EXTOSEAL®

Closed profile ends

Full-surface adhesive air
sealing membrane with

pro clima SOLITEX
EXTASANA ADHERO®

Min. 20mm

Vertical batten

Cavity (min. 20mm)

Clading boards

Cross laminated timber

Airtight window connection
inside with pro clima CONTEGA® IQ

Window sash

Window jamb

Weather tape
CONTEGA® EXO

pliable building membrane
(underlay), pro clima
SOLITEX EXTASANA®
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© This drawing is the property of Pro Clima NZ Ltd &/or Pro Clima Australia Pty Ltd and must not be copied without permission. This drawing is a guideline only and subject to change without notice.
Thermal and hygrothermal performance should match specific design, materials and climate requirements. These can be confirmed by hygrothermal analysis using software e.g. WUFI® . Structural, fire and
acoustic engineering design and the incorporation of building services (plumbing and electrical) should be signed-off by a suitably qualified engineer to ensure compliance with all health and safety
requirements.
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*Notes:
1) Non-combustible insulation types may be required by local regulations.
2) If external insulation is hydrophilic a WRB overlay is required for rain protection.
3) If external insulation is hydrophobic a WRB may not be required.
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